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Company Overview

Equipment Overview

Among our turnkey services is a growing fleet of private, high-capacity rail-
cars in addition to standard and specialty intermodal shipping containers.
This variety allows us to match the conveyance method to the packaging
that best suits your project’s requirements, creating greater efficiencies and
lowering transport costs. And if what you need isn’t part of our existing fleet,
we have the resources and expertise to acquire, design or manufacture it. 
As well as all the technical support and equipment training you may need.

It all adds up to unique solutions for your transportation requirements 
that can make a real difference on your bottom line.

This insert contains individual Product Information Sheets of our innovative
high capacity equipment and packaging. They include virtually any type 
of equipment or packaging that your project may require. Equipment and
packaging options include standard or custom intermodal containers, box-
cars, gondolas, flatcars, tank cars, ISO tanks, metal containers, drums, boxes
and any package required for shipping. Flexible packaging options include
patented Lift Liner� packaging systems, railcar top covers,
liners, Super Load Wrappers� and SCO wraps that can save you money. 
So? Additional choices in packaging provide a new level of flexibility in
designing and implementing transportation and packaging solutions.
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Specifications

� 177 ton carrying capacity
� 89' 11 1/2" overall length
� “F” Plate clearance allows for double-stacking of containers to 17'

extreme height above rail
� Railcar can transport up to eight 20' containers 

or two 40' containers
� Railcar consists of two 40' sections with an articulating middle truck set

Equipment Features

� MHFX Rail Reporting Marks
� Articulated design and the car’s maneuvering capability allow it to be

used on any rail siding or restricted rail track curvature
� Allows for double-stacking of 78" height bulk containers for a total height

of 17' from rail

Equipment Advantages

� Increased weight capacity allows for greater amounts of material to 
be transported with each shipment, versus typical railroad supplied 
flatcars

� Heavy weight carrying capacity of the railcars allows for overweight
containers to be transported long distances economically, versus 
trucking that requires expensive overweight permits

� Private railcar configuration that is not available from the railroads

Articulated Bulk Container (ABC) Flatcars
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Articulated Bulk Container (ABC) Flatcars



Specifications

� 110 ton net weight carrying capacity
� 56' 11" overall length
� 2,743 cubic foot capacity
� Inside length 52' 6"
� Inside height 5' 6"
� Inside width 9' 6"
� Top of rail to top of car is 9' 2"

Specifications

� MHFX Rail Reporting Marks
� MHF-LS privately owned equipment ensures availability and uniformity
� Cars are provided in clean condition, empty and ready for loading
� Can be fitted with custom top covers or hard lids

Equipment Advantages

� Increased weight carrying capacity allows for greater amounts of 
material to be transported than typical railroad supplied gondolas

� Gondola can transport any bulk solid material such as construction
debris, scrap metal, soils, concrete blocks, pipe, machinery, cargo,
steel products or any finished good that can be placed into it and
secured properly by our experts

Gondolas
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Gondolas



Specifications

� 100 ton net carrying capacity
� 3,850 and 4,000 cubic foot capacity available
� 3,850 cubic foot capacity car inside dimensions are

49' 6" L x 9' 9" W x 7' 11" H and is 54' 7" overall length (top of rail to
top of car is 11' 6")

� 4,000 cubic foot capacity car inside dimensions are 
46' 5" L x 9' 7" W x 8' 11" H and is 53' 1" overall length (top of rail to
top of car is 12' 6")

Equipment Features

� MHFX Rail Reporting Marks
� Gondolas are maintained in clean condition, ready for loading
� Outfitted with interior tie-down anchors to secure packaged materials 

or cargo
� Can be fitted with custom tarps or hard lids to create a “Strong-Tight” 

package

Equipment Advantages

� Ideal for low-density cargo or packaged materials
� 40% more material can be shipped in a high cube gondola than in a

standard gondola
� These MHF-LS high-side gondolas can carry almost twice the cubic

volume as a standard gondola when used to ship material that is 
packaged in the MHF-LS flexible Lift Liner� package system

� Higher sides allow for safe and secure transport of machinery or large
components

� Private railcar configuration that is not available from the railroads

High-Side Gondolas
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High-Side Gondolas



Specifications

� 2-piece steel design/2,500 lbs. per piece
� Standard and custom sizes available
� Comes complete with perimeter gasket
� Complete with lifting rings for easy handling
� Exterior surface features a durable anti-slip coating to secure footing 

during rigging activity

Equipment Features

� MHF-LS developed lift-off metal lid
� Used successfully in operation for three years in interchange rail service
� AAR approved Holland Beak Lock automatically locks and releases,

eliminating labor as is required to engage lock when used on 
fiberglass lids

Equipment Advantages

� Can be placed into regular train service without fear of damage due to 
coupling impacts

� Safer to handle in higher wind conditions than fiberglass lids
� Can be stored temporarily in staging area without fear of wind damage

Note

� The gondola railcar constitutes a US DOT “Strong-Tight” Package 
when lid is closed

Security & Safety

Security seal provided for each lid half, two per trip, to ensure against 
unauthorized access during transit. Seals provide an excellent barrier, 
and high-strength cable construction prevents tampering.

MHF Logistical Solutions Custom 2-piece Metal Gondola Lift-off Lid
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MHF Logistical Solutions Custom 2-piece Metal Gondola Lift-off Lid



Specifications

� 170,000 lbs. net weight carrying capacity
� 60' length internal dimension
� 68' 1" overall length
� Inside width 9' 2"

Equipment Features

� MHFX Rail Reporting Marks
� Designed for 55-gallon and other sized steel drums and other 

packaged materials
� Engineered securement system prevents shifting or damage during

transport of materials
� If shipping hazardous materials, chemicals or wastes, the cars are

equipped with spill collection pans which collect the material, should a
leak occur during transport

� Doubled-walled/heavy-duty railcar
� Private railcar configuration that is not available from the railroads
� Undercushioned for freight damage prevention

Equipment Advantages

� Up to 340 55-gallon drums per boxcar can be transported safely 
and securely

� Economic, cost-effective rail transportation system
� Approximately a 4-to-1 ratio over truck transport

Security & Safety

Security seals are available for purchase in various styles that deter 
unauthorized access. Many safety features are engineered into our 
equipment, containers and packages and are referenced in the 
specifications, equipment features and advantages.

High-Capacity Railcars
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High-Capacity Railcar



Specifications

� Net weight carrying capacity 460,000 lbs. without insert installed
� Net weight carrying capacity 428,000 lbs. with insert installed
� Deck length of loading platform 32'
� Length of loading area is 64' with the insert installed
� Depressed deck height from top of rail is 2' 8"
� When the insert is installed, deck height from top of rail is 5' 10"
� 93' 5/8" overall length

Equipment Features

� MHFX Rail Reporting Marks
� The car is designed to negotiate horizontal and vertical curves without

interference between trucks and car body, attached parts, span 
bolsters or brake rigging

� Insert has forklift pockets installed into sides which meet AAR design
requirements, 81" centers, 14" wide, 4" high

� Insert is fabricated to fit into depressed center of car, converting it into
a 64' length flat deck car

Equipment Advantages

� Private railcar allows for preferred car availability to our clients

Note

MHF-LS has the expertise and specialized equipment to provide seamless
transportation for large and/or overweight/overdimensional cargo.  

� Complete turnkey services provided
� Able to secure any type of railcar or heavy haul truck 
� Perform sensitive movements, i.e., radioactive, 

contaminated or high security
� Experts in tie-down and securement options
� Perform all clearance evaluations for origin to 

destination route
� Provide transportation plans, specialized route plans and lifting, 

and rigging plans and implementation
� Provide tie-down, blocking and bracing drawings, and execution

Heavy-Duty High-Capacity Railcars
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Heavy-Duty High-Capacity Railcars



Our services provide a variety of types and sizes of tank railcars to
accommodate many applications.

Specifications

� 10,000 to 33,000 gallon capacity available
� Common sizes are 22,000 to 23,500 gallon capacity
� Maximum gross weight is 263,000 lbs.

Equipment Features

� Non-pressure, insulated/non-insulated, with/without expansion dome;
typically used to transport a wide range of commodities such as food
grade products, chemicals and oils

� Non-pressure cars designed specifically to be used in a range of acid 
services such as sulfuric acid and muriatic acid; some acid cars are 
rubber-lined while others are paint-lined

� Tank material can be steel, aluminum or stainless steel
� Typical protective features include double-shelf couplers, bottom outlet

protection and safety relief valves
� Options include steam coils, insulation and product specific linings 

and valves
� Most acid cars are fitted with loading and unloading devices on a single

nozzle, thus protecting workers and the environment
� Compartmentalized cars are available to transport different petroleum 

products such as oils, lubricants, etc.

Equipment Advantages

� Cost per ton by tank railcar is very cost-effective, as compared to cost
per ton when transported in tanker trucks

� A tank railcar offers the most efficient method of safe transport of your 
bulk liquid

� Product specific linings/coatings are used to ensure product purity
� Tank railcars can be utilized for economical temporary storage
� Most tank railcars require low maintenance, resulting in less downtime

Note

Through our Technical Service support, we can ensure that the correct
car is selected for your needs. Many tank cars in various sizes with differ-
ent types of linings and heating systems are available.

Security & Safety

Security seals are available for purchase in various styles that deter 
unauthorized access. Many safety features are engineered into our 
equipment, containers and packages, and are referenced in the 
specifications, equipment features and advantages.

Tank Cars
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Tank Cars
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